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FW-EWKPM0426-SA-P-0408
Field-Wireable Connector 
Female Connector M12 × 1, Angled

Technische Daten

Type FW-EWKPM0426-SA-P-0408

ID 100004081

Connector A Female, M12 × 1, Angled, A-code

Number of contacts 5

Contacts Bronze, CuSn, Gold-plated

Contact carriers Plastic, PA 6.6, Black

Connector body Plastic, PA 6.6, Black

Coupling nut Die-cast Zinc, GD-Zn, Nickel-plated

Connector seal Plastic, NBR

Tightening torque (range) 0.4 … 0.4 Nm
(note max. torque of mating connector!)

Acceptable cable diameter 4…8  mm

Core cross-section/Clamping ability 0.14…0.75  mm²

Connection mode Push-in connection

Mechanical life > 100 Mating cycles

Protection class (When coupled) IP65, IP67, (screwed together)

Electrical properties at +20 °C  

Rated voltage 250 V

Current 4 A

Insulation resistance ≥ ≥ 108 Ω

Mechanical and chemical properties  

Ambient temperature range (static) -40…+85 °C

Approvals cULus

Features

■Push-in connection
■A-coding
■4-pin
■Flammability class acc. to UL 94 V0
■Cable feedthrough: 4.0…8.0 mm
■Terminal capacity:

■0.14…0.75 mm² (without cable end slee-
ve)

■0.08…0.5 mm² (with cable end sleeve)
■Approval: cULus
■RoHS compliant
■Protection class: IP65, IP67

Contact assignment

Pin Assignment



TURCK Inc. | 3000 Campus Drive Minneapolis, MN 55441-2656 | Phone: 763-553-7300 | Application Support: 1-800-544-7769 | Fax 763-553-0708 | www.turck.com 2|2

FW
-E

W
KP

M
04

26
-S

A-
P-

04
08

 | 
22

-0
2-

20
25

 0
1-

45
  | 

Te
ch

ni
sc

he
 Ä

nd
er

un
ge

n 
vo

rb
eh

al
te

n

Technische Daten

Note  

- We reserve the right to make technical
alterations without prior notice.


